Missouri Department of Natural Resources

PUBLIC NOTICE

DRAFT MISSOURI STATE OPERATING PERMIT

DATE: August 27, 2004

In accordance with the state Clean Water Law, Chapter 644, RSMo, Clean Water Commission
regulation 10 CSR 20-6.010, and the federal Clean Water Act, the applicants listed herein
have applied for authorization to either discharge to waters of the state or to operate a
no-discharge wastewater treatment facility. The proposed permits for these operations are
consistent with applicable water quality standards, effluent standards and/or treatment
requirements or suitable timetables to meet these requirements (see 10 CSR 20-7.015 and
7.031). All permits will be issued for a period of five years, unless noted otherwise in
the Public Notice for that discharge.

On the basis of preliminary staff review and the application of applicable standards and

regulations, the Missouri Department of Natural Resources (the department), as
administrative agent for the Missouri Clean Water Commission, proposes to issue a
permit (s) subject to certain effluent limitations, schedules, and special conditions. The

proposed determinations are tentative pending public comment.

Persons wishing to comment on the proposed permit conditions are invited to submit them in
writing to the Department of Natural Resources, Kansas City Regional Office, 500 NE
Colbern Road, Lee’s Summit, Missouri 64086, ATTN: James H. Helgason, Environmental Manager
Please include the permit number in all comment letters.

Comments should be confined to the issues relating to the proposed action and permit(s)
and the effect on water quality. The department may not consider as relevant comments or
objections to a permit based on issues outside the authority of the Clean Water
Commission, (see Curdt v. Mo. Clean Water Commission, 586 S.W.2d 58 Mo. App. 1979).

All comments must be postmarked by September 26, 2004 or received in our office by 5:00
p.m. on September 29, 2004. The requirement of a signed document makes it impossible to
accept email comments for consideration at this time. Comments will be considered in the
formulation of all final determinations regarding the applications. If response to this
notice indicates significant public interest, a public meeting or hearing may be held
after due notice for the purpose of receiving public comment on the proposed permit or
determination. Public hearings and/or issuance of the permit will be conducted or
processed according to 10 CSR 20-6.020.

Copies of all draft permits and other information including copies of applicable
regulations are available for inspection and copying at DNR’s website,
http://www.dnr.state.mo.us/wpscd/wpcp/homewpcp.htm , or at the Department of Natural
Resources, Kansas City Regional Office, 500 NE Colbern Road, Lee’s Summit, Missouri 64086,
between the hours of 8:00 a.m. and 5:00 p.m., Monday through Friday.




Public Notice Date: August 27, 2004
Permit Number: MO-0122459
Kansas City Regional Office

FACILITY NAME AND ADDRESS NAME AND ADDRESS OF OWNER
USCOE, Truman Reservoir United States Corps of Engineers (USCOE)
Route 2 Box 29 A 700 Federal Building 601 East 12" Street
Warsaw, MO 65355 Kansas City, MO 64106
RECEIVING STREAM & LEGAL DESCRIPTION TYPE OF DISCHARGE
See below Domestic wastewater, reissuance

Outfall #001 - Bledsoe Ferry Lagoon - Lake of the Ozarks (Lake of the Ozarks)
Sec. 7, T40N, R22W, Benton Co.

Outfall #002 - Long Shoal Lagoon - Harry S. Truman Reservoir (Truman Reservoir)
Sec. 9, T40N, R23W, Benton Co.

Outfall #003 - Osage Bluff Lagoon - Harry S. Truman Reservoir (Truman Reservoir)
Sec. 6, T39N, R22W, Benton Co.

Outfall #004 - Bucksaw Lagoon - Harry S. Truman Reservoir (Truman Reservoir)
Sec. 17, T40N, R24W, Henry Co.

Outfall #005 - Talley Bend Lagoon - Harry S. Truman Reservoir (Truman Reservoir)
Sec. 24, T39N, R25W, St. Clair Co.

Outfall #006 - Thibaut Point Lagoon - Harry S. Truman Reservoir (Truman Reservoir)
Sec. 31, T41N, R22W, Benton Co.

Outfall #007 - Berry Bend N. Lagoon - Harry S. Truman Reservoir (Truman Reservoir)
Sec. 31, T40N, R23W, Benton Co.

Outfall #008 - Berry Bend S. Lagoon - Harry S. Truman Reservoir (Truman Reservoir)
Sec. 1, T39N, R24wW, St. Clair Co.

Outfall #009 - Sparrowfoot S. Lagoon — Harry S. Truman Reservoir (Truman Reservoir)
Sec. 6, T40N, R25W, Henry Co.

Outfall #010 - Sparrowfoot N. Lagoon - Harry S. Truman Reservoir (Truman Reservoir)
Sec. 31, T41N, R25W, Henry Co.

Outfall #011 - Shawnee Bend Lagoon — Harry S. Truman Reservoir (Truman Reservoir)

Sec. 12, T40N, R23W, Benton Co.

* This permit contains a schedule of compliance for the completion of a percolation loss
study to determine if percolation loss from specific lagoons does not exceed the maximum
allowed under current Missouri Clean Water Commission regulations.



STATE OF MISSOURI

DEPARTMENT OF NATURAL RESOURCES

MISSOURI CLEAN WATER COMMISSIO

Permit No.

Owner: ifed States Corps of Engineers (USCOE)

Address: 700 Federal Building, 601 East 12™ Street,
Kansas City, MO 64106

Continuing Authority: Same as above

Address: Same as above

Facility Name: USCOE, Truman Reservoir

Address: Route 2 Box 29 A, Warsaw, MO 65355

Legal Description: See page 2

Receiving Stream: See page 2

First Classified Stream and ID:
USGS Basin & Sub-watershed No.:

is authorized to discharge from the facility described herein, in accordance with the effluent limitations and monitoring requirements as
set forth herein:

FACILITY DESCRIPTION
Outfall #001 - #011 - Domestic Wastewater - SIC #4952
Eleven (11) lagoons/wastewater irrigation/sludge is retained within lagoon.
Design population equivalent is 7,708.
Design flow is 146,760 gallons per day.
Actual flow is 91,300 gallons per day.
Design sludge production is 19.7 dry tons/year.
Actual sludge production is 6.9 dry tons/year.
(Continued on pages 2 through 7)

This permit authorizes only wastewater discharges under the Missouri Clean Water Law and the National Pollutant Discharge
Elimination System; it does not apply to other regulated areas. This permit may be appealed in accordance with Section 644.051.6 of
the Law.

Effective Date Stephen M. Mahfood, Director, Department of Natural Resources
Executive Secretary, Clean Water Commission

Expiration Date James R. Macy, Director, Kansas City Regional Office
MO 780-0010 (8/91)
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LEGAL DESCRIPTION (continued)

Outfall #001 - Bledsoe Ferry Lagoon - SE%%, SWk4, SW4, Sec. 7, T40N, R22W, Benton Co.
Outfall #002 - Long Shoal Lagoon - NE%, NW4, NE}4, Sec. 9, T40N, R23W, Benton Co.
Outfall #003 - Osage Bluff Lagoon - NW¥, SE¥%, NE¥%, Sec. 6, T39N, R22W, Benton Co.
Outfall #004 - Bucksaw Lagoon - SW¥4, NW4, NEY, Sec. 17, T40N, R24W, Henry Co.

Outfall #005 - Talley Bend Lagoon - SE%%, NEY%, NEY4, Sec. 24, 3 R25W, St. Clair Co.
Outfall #006 - Thibaut Point Lagoon - NE%, NW4, NE}4, Sec. 41N, R22W, Benton Co.
Outfall #007 - Berry Bend N. Lagoon - SE¥, NWs, NEY, Se 40N, R23W, Benton Co.
Outfall #008 - Berry Bend S. Lagoon —-SWi, NWl4, N4 R24W, St. Clair Co.
Outfall #009 - Sparrowfoot S. Lagoon - SE}, NE, YW, R25W, Henry Co.
Outfall #010 - Sparrowfoot N. Lagoon - SW, NW, 2 P41N, R25W, Henry Co.
Outfall #011 - Shawnee Bend Lagoon - SW, S 12, T40N, R23W, Benton Co.

RECEIVING STREAM & BASIN (continued

Outfall #001: Lake of the Ozar Ozarks Basin) (10290109-040002) (L2)
Outfall #002: Harry S. Reservoir Basin) (10290108-200006) (L2)
Outfall #003: Harry S, (Truman Reservoir Basin) (10290105-060030) (L2)
Outfall #004: Harry (Truman Reservoir Basin) (10290108-200005) (L2)
Outfall #005: Harry S. Reservoir (Truman Reservoir Basin) (10290105-060007) (L2)
Outfall #006: Harry S. Reservoir (Truman Reservoir Basin) (10290105-060020) (L2)
Outfall #007: Harry S. Reservoir (Truman Reservoir Basin) (10290105-060009) (L2)
Outfall #008: Harry S. TrGman Reservoir (Truman Reservoir Basin) (10290105-060009) (L2)
Outfall #009: Harry S. Truman Reservoir (Truman Reservoir Basin) (10290108-200003) (L2)
Outfall #010: Harry S. Truman Reservoir (Truman Reservoir Basin) (10290108-200003) (L2)
Outfall #011: Harry S. Truman Reservoir (Truman Reservoir Basin) (10290105-060030) (L2)

FACILITY DESCRIPTION (continued)

Outfall #001 - Bledsoe Ferry Lagoon - WWTF - SIC Code #4952

Two cell lagoon/wastewater irrigation/sludge is retained in lagoon.

Design population equivalent is 135.

Design flow is 3,367 gallons per/day dry weather flow. Actual flow is 3,000 gallons/day.
Design sludge production is 0.5 dry tons/year. Actual sludge production is 0.4 dry
tons/year.

The receiving stream watershed is Lake of the Ozarks.

The facility type is no-discharge storage and irrigation system for seasonal business
operating only during April through October and closed during remainder of the year.
Storage lagoon dimensions are 24,000 square feet by 7 feet depth.

Operating levels of storage lagoon are maximum level of one (1) foot below overflow elevation
and minimum level of two (2) feet above the lagoon bottom.

Operating storage capacity between minimum and maximum operating levels is 560,000 gallons
and 136 days storage including 1-in-10 year storm water flows.

Application rate is based on irrigation of secondary treated wastewater using a hydraulic
loading rate.

Irrigation design flow is 861,840 gallons/year including 1-in-10 year storm water flows.
Application rates are 0.5 inch/hour; 1 inch/day; 3 inches/week; 21 inches/year.
Irrigation site(s) are at total of 1.8 acres.

Irrigation site(s) have field slopes less than 2 percent.

Vegetation grown on the irrigation site is grassland.

Irrigation equipment type is sprinklers.
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FACILITY DESCRIPTION (continued)

Outfall #002 - Long Shoal Lagoon — WWTF - SIC Code #4952
Three cell lagoon/wastewater irrigation/sludge is retained in lagoon.

Design population equivalent is 449.

Design flow is 11,200 gallons per/day dry weather flow. Actual flow is 8,333 gallons/day.
Design sludge production is 1.7 dry tons/year. Actual sludge o
tons/year.

The receiving stream watershed is Harry S. Truman Reservg
The facility type is no-discharge storage and irrigatx®

or seasonal business
ginder of the year.

loading rate.

Irrigation design flow is Year including 1-in-10 year storm water flows.

Application rates are Q.5 i Rowr; ¥ ; 3 inches/week; 27 inches/year.
Irrigation site(s) aré€
Irrigation site(s) have\ fig§ slppes less than 2 percent.

Vegetation grown on the
Irrigation equipment type\is-Sprinklers.

Outfall #003 - Osage Bluff Lagoon - WWTF - SIC Code #4952

Three cell lagoon/wastewater irrigation/sludge is retained in lagoon.

Design population equivalent is 461.

Design flow is 11,533 gallons per/day dry weather flow. Actual flow is 7,133 gallons/day.
Design sludge production is 1.7 dry tons/year. Actual sludge production is 1.0 dry
tons/year.

The receiving stream watershed is Harry S. Truman Reservoir.

The facility type is no-discharge storage and irrigation system for seasonal business
operating only during April through October and closed during remainder of the year.
Storage lagoon dimensions are 52,700 square feet by 7 feet depth.

Operating levels of storage lagoon are maximum level of one (1) foot below overflow elevation
and minimum level of two (2) feet above the lagoon bottom.

Operating storage capacity between minimum and maximum operating levels is 1,344,725 gallons
and 153 days storage including 1-in-10 year storm water flows.

Application rate is based on irrigation of secondary treated wastewater using a hydraulic
loading rate.

Irrigation design flow is 1,838,130 gallons/year including 1-in-10 year storm water flows.
Application rates are 0.5 inch/hour; 1 inch/day; 3 inches/week; 18 inches/year.

Irrigation site(s) are at total of 3.7 acres.

Irrigation site(s) have field slopes less than 2 percent.

Vegetation grown on the irrigation site is grassland.

Irrigation equipment type is sprinklers.
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FACILITY DESCRIPTION (continued)

Outfall #004 - Bucksaw Lagoon — WWTF - SIC Code #4952
Three cell lagoon/wastewater irrigation/sludge is retained in lagoon.

Design population equivalent is 904.

Design flow is 22,600 gallons per/day dry weather flow. Actual flow is 9,067 gallons/day.
Design sludge production is 3.4 dry tons/year. Actual sludge o
tons/year.

The receiving stream watershed is Harry S. Truman Reservg
The facility type is no-discharge storage and irrigatx®

or seasonal business
ginder of the year.

loading rate.

Irrigation design flow is Year including 1-in-10 year storm water flows.

Application rates are Q.5 i Ro\r; ° ; 3 inches/week; 26 inches/year.
Irrigation site(s) aré€
Irrigation site(s) have\ fig§ slppes less than 2-4 percent.

Vegetation grown on the
Irrigation equipment type\is-Sprinklers.

Outfall #005 - Talley Bend Lagoon - WWTF - SIC Code #4952

Three cell lagoon/wastewater irrigation/sludge is retained in lagoon.

Design population equivalent is 515.

Design flow is 12,867 gallons per/day dry weather flow. Actual flow is 833 gallons/day.
Design sludge production is 1.92 dry tons/year. Actual sludge production is 0.1 dry
tons/year.

The receiving stream watershed is Harry S. Truman Reservoir.

The facility type is no-discharge storage and irrigation system for seasonal business
operating only during April through October and closed during remainder of the year.
Storage lagoon dimensions are 41,000 square feet by 7 feet depth.

Operating levels of storage lagoon are maximum level of one (1) foot below overflow elevation
and minimum level of two (2) feet above the lagoon bottom.

Operating storage capacity between minimum and maximum operating levels is 1,012,900 gallons
and 72 days storage including 1-in-10 year storm water flows.

Application rate is based on irrigation of secondary treated wastewater using a hydraulic
loading rate.

Irrigation design flow is 2,966,670 gallons/year including 1-in-10 year storm water flows.
Application rates are 0.5 inch/hour; 1 inch/day; 3 inches/week; 26 inches/year.

Irrigation site(s) are at total of 4.15 acres.

Irrigation site(s) have field slopes less than 5-7 percent.

Vegetation grown on the irrigation site is timber.

Irrigation equipment type is sprinklers.
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FACILITY DESCRIPTION (continued)

Outfall #006 - Thibaut Point Lagoon - WWTF - SIC Code #4952

Two cell lagoon/wastewater irrigation/sludge is retained in lagoon.

Design population equivalent is 126.

Design flow is 3,140 gallons per/day dry weather flow. Actual flow is 1,567 gallons/day.
Design sludge production is 0.5 dry tons/year. Actual sludge p
tons/year.

The receiving stream watershed is Harry S. Truman ReserVo
The facility type is no-discharge storage and irriga

or seasonal business

operating only during April through October and clesed i ginder of the year.

Storage lagoon dimensions are 15,200 square feet 0

Operating levels of storage lagoon are maxi foot below overflow elevation
and minimum level of two

Operating storage capacity between mlnlmum a mym operatlng levels is 329,868 gallons
and 91 days storage including l-in-= :

Application rate is based on irrig Ty treated wastewater using a hydraulic
loading rate.

Irrigation design flow is - d ons/r=ar 1ncludlng 1-in- lO year storm water flows.
Application rates are (Q.% } 28 inches/year.

Irrigation site(s) aré€
Irrigation site(s) have\ fis&
Vegetation grown on the Y\
Irrigation equipment type\is-Sprinklers.

Outfall #007 - Berry Bend North Lagoon — WWTF - SIC Code #4952

Two cell lagoon/wastewater irrigation/sludge is retained in lagoon.

Design population equivalent is 1,858.

Design flow is 13,340 gallons per/day dry weather flow. Actual flow is 3,983 gallons/day.
Design sludge production is 2.0 dry tons/year. Actual sludge production is 0.6 dry
tons/year.

The receiving stream watershed is Harry S. Truman Reservoir.

The facility type is no-discharge storage and irrigation system for seasonal business
operating only during April through October and closed during remainder of the year.
Storage lagoon dimensions are 39,688 square feet by 7 feet depth.

Operating levels of storage lagoon are maximum level of one (1) foot below overflow elevation
and minimum level of two (2) feet above the lagoon bottom.

Operating storage capacity between minimum and maximum operating levels is 980,209 gallons
and 67 days storage including 1-in-10 year storm water flows.

Application rate is based on irrigation of secondary treated wastewater using a hydraulic
loading rate.

Irrigation design flow is 3,057,600 gallons/year including 1-in-10 year storm water flows.
Application rates are 0.5 inch/hour; 1 inch/day; 3 inches/week; 26 inches/year.

Irrigation site(s) are at total of 4.3 acres.

Irrigation site(s) have field slopes less than 3-5 percent.

Vegetation grown on the irrigation site is timber.

Irrigation equipment type is sprinklers.
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FACILITY DESCPRITION (continued)

Outfall #008 - Berry Bend South Lagoon - WWTF - SIC Code #4952

Three cell lagoon/wastewater irrigation/sludge is retained in lagoon.

Design population equivalent is 1,858.

Design flow is 32,633 gallons per/day dry weather flow. Actual flow is 9,751 gallons/day.
Design sludge production is 4.9 dry tons/year. Actual sludge p
tons/year.

The receiving stream watershed is Harry S. Truman Reservg
The facility type is no-discharge storage and irrigatx®

or seasonal business
ginder of the year.

loading rate.

Irrigation design flow is Year including 1-in-10 year storm water flows.

Application rates are Q.5 i Ro\r; ° ; 3 inches/week; 26 inches/year.
Irrigation site(s) aré€ 2
Irrigation site(s) have\ fig§ slppes less than 3-5 percent.

Vegetation grown on the
Irrigation equipment type\is-Sprinklers.

Outfall #009 - Sparrowfoot South Lagoon - WWTF - SIC Code #4952

Two cell lagoon/wastewater irrigation/sludge is retained in lagoon.

Design population equivalent is 578.

Design flow is 7,505 gallons per/day dry weather flow. Actual flow is 710 gallons/day.
Design sludge production is 1.1 dry tons/year. Actual sludge production is 0.1 dry
tons/year.

The receiving stream watershed is Harry S. Truman Reservoir.

The facility type is no-discharge storage and irrigation system for seasonal business
operating only during April through October and closed during remainder of the year.
Storage lagoon dimensions are 30,700 square feet by 7 feet depth.

Operating levels of storage lagoon are maximum level of one (1) foot below overflow elevation
and minimum level of two (2) feet above the lagoon bottom.

Operating storage capacity between minimum and maximum operating levels is 737,498 gallons
and 87 days storage including 1-in-10 year storm water flows.

Application rate is based on irrigation of secondary treated wastewater using a hydraulic
loading rate.

Irrigation design flow is 1,774,500 gallons/year including 1-in-10 year storm water flows.
Application rates are 0.5 inch/hour; 1 inch/day; 3 inches/week; 26 inches/year.

Irrigation site(s) are at total of 2.5 acres.

Irrigation site(s) have field slopes less than 3-5 percent.

Vegetation grown on the irrigation site is grassland.

Irrigation equipment type is sprinklers.




Page 7 of 18
Permit No. MO-0122459

FACILITY DESCRIPTION (continued)

Outfall #010 - Sparrowfoot North Lagoon - WWTF - SIC Code #4952

Two cell lagoon/wastewater irrigation/sludge is retained in lagoon.

Design population equivalent is 578.

Design flow is 6,928 gallons per/day dry weather flow. Actual flow is 656 gallons/day.
Design sludge production is 1.0 dry tons/year. Actual sludge o
tons/year.

The receiving stream watershed is Harry S. Truman Reservg
The facility type is no-discharge storage and irrigatx®

or seasonal business
ginder of the year.

loading rate.

Irrigation design flow is Year including 1-in-10 year storm water flows.

Application rates are Q.5 i Ro\r; ° ; 3 inches/week; 26 inches/year.
Irrigation site(s) aré€
Irrigation site(s) have\ fig§ slppes less than 2 percent.

Vegetation grown on the
Irrigation equipment type\is-Sprinklers.

Outfall #011l - Shawnee Bend Lagoon — WWTF - SIC Code #4952

Two cell lagoon/wastewater irrigation/sludge is retained in lagoon.

Design population equivalent is 246.

Design flow is 6,567 gallons per/day dry weather flow. Actual flow is 1,933 gallons/day.
Design sludge production is 1.0 dry tons/year. Actual sludge production is 0.3 dry
tons/year.

The receiving stream watershed is Harry S. Truman Reservoir.

The facility type is no-discharge storage and irrigation system for seasonal business
operating only during May through September and closed during remainder of the year.
Storage lagoon dimensions are 34,200 square feet by 7 feet depth.

Operating levels of storage lagoon are maximum level of one (1) foot below overflow elevation
and minimum level of two (2) feet above the lagoon bottom.

Operating storage capacity between minimum and maximum operating levels is 834,438 gallons
and 109 days storage including 1-in-10 year storm water flows.

Application rate is based on irrigation of secondary treated wastewater using a hydraulic
loading rate.

Irrigation design flow is 1,142,700 gallons/year including 1-in-10 year storm water flows.
Application rates are 0.5 inch/hour; 1 inch/day; 3 inches/week; 20 inches/year.

Irrigation site(s) are at total of 2.1 acres.

Irrigation site(s) have field slopes less than 3-5 percent.

Vegetation grown on the irrigation site is grassland.

Irrigation equipment type is sprinklers.




A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS
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PERMIT NUMBER MO-0122459

The permittee is authorized to discharge from outfall(s) with serial number(s) as specified in the application for this permit. The final effluent
limitations shall become effective upon issuance and remain in effect until expiration of the permit. Such discharges shall be controlled,
limited and monitored by the permittee as specified below:

OUTFALL NUMBER AND EFFLUENT

FINAL EFFLUENT LIMITATIONS

MONITORING REQUIREMENTS

DAILY WEEKLY MONTH MEASUREMENT SAMPLE
PARAMETER(S) UNITS MAXIMUM | AVERAGE AﬁR@ FREQUENCY TYPE
Outfalls #001-#011 - Emergency discharge from lagoqg/égsg;%Xg;§§on sites (Note 1)
Flow MGD * <:;/> \\/;> once/day** 24 hr.
estimate
Biochemical Oxygen Demands *** mg/L K>>:::f> 45 once/week** grab
Total Suspended Solids *** 45 45 once/week** grab
Fecal Coliform <<:> 1000 400 once/week** grab
pH - Units SU *E KK * KKk once/week** grab
MONITORING REPORTS SHALL BE SUBMITTED ANNUALLY; THE FIRST REPORT IS DUE January 28, 2005.
Outfalls #001-#011 - Land Application Operational Monitoring (Notes 2 & 3)
Lagoon Freeboard Feet * once/month measured
Irrigation Period Hours * daily total
Volume Irrigated gallons * daily total
Application Area acres * daily total
Application Rate inches/ * daily total
acre
Rainfall inches * daily total

MONITORING REPORTS SHALL BE SUBMITTED ANNUALLY; THE FIRST REPORT IS DUE January 28,

BE NO DISCHARGE OF FLOATING SOLIDS OR VISIBLE FOAM IN OTHER THAN TRACE AMOUNTS.

2005. THERE SHALL

B. STANDARD CONDITIONS

IN ADDITION TO SPECIFIED CONDITIONS STATED HEREIN, THIS PERMIT IS SUBJECT TO THE ATTACHED Part I STANDARD

CONDITIONS DATED October 1,

1980, AND HEREBY INCORPORATED AS THOUGH FULLY SET FORTH HEREIN.

MO 780-0010 (8/91)
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PERMIT NUMBER MO-0122459

The permittee is authorized to discharge from outfall(s) with serial number(s) as specified in the application for this permit. The final effluent
limitations shall become effective upon issuance and remain in effect until expiration of the permit. Such discharges shall be controlled,

limited and monitored by the permittee as specified below:

FINAL EFFLUENT LIMITATIONS

MONITORING REQUIREMENTS

OUTFALL NUMBER AND EFFLUENT MAXMUM | AVERAGE | AVERAGED | FrReqUERCY e
PARAMETER(S) UNITS

Irrigated Wastewater (Note 4 and 5) A\/\
Biochemical Oxygen Demands mg/L oy N~ once/year grab
Total Suspended Solids mg/L once/year grab
Total Kjeldahl Nitrogen as N mg > once/year grab
Ammonia Nitrogen as N mg@ once/year grab
Nitrate/Nitrite as N g/ once/year grab
Fecal Coliform Q #41 * once/year grab
pPH - Units SU e once/year grab
Influent Monitoring (Note 6) MGD * * daily (Note 6)

(Outfalls #001-#011)

MONITORING REPORTS SHALL BE SUBMITTED ANNUALLY; THE FIRST REPORT IS DUE January 28,

BE NO DISCHARGE OF FLOATING SOLIDS OR VISIBLE FOAM IN OTHER THAN TRACE AMOUNTS.

2005. THERE SHALL

B. STANDARD CONDITIONS

IN ADDITION TO SPECIFIED CONDITIONS STATED HEREIN, THIS PERMIT IS SUBJECT TO THE ATTACHED Part I STANDARD
CONDITIONS DATED October 1, 1980, AND HEREBY INCORPORATED AS THOUGH FULLY SET FORTH HEREIN.

MO 780-0010 (8/91
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A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS (continued)

* Monitoring requirement only.

*x Monitor only when discharge occurs. Report as no-discharge when a discharge does not
occur during the report period.

xx*x This facility is required to meet a removal efficier 65% or more.

xx KK PH is measured in pH units and is not to be
maintained at or above 6.0 pH units.

pH limitation is to be

Note 1 - No-discharge facility requirementg. \ shall be stored and land applied
during suitable conditions so that there i% i from the lagoon or irrigation site.

Note 2 - Records shall i i and>summarized into an annual operating report that
shall be submitted by \ See Special Conditions.

level. See Special CondiXigsms for Wastewater Irrigation System requirements.

Note 4 - Wastewater that is irrigated shall be sampled at the irrigation pump or wet well.
Note 5 - Monitor in June of each year.

Note 6 — Monitor wastewater flow into the lagoon system using flow meter data at the well

during the operational season and report as average daily flow. Measure and record daily
precipitation at each lagoon site. Report the weekly, monthly, and annual totals.
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SPECIAL CONDITIONS

Report as no-discharge when a discharge does not occur during the report period.

Outfalls must be marked in field and on the topographic site map submitted with the

permit application.

Permittee will cease discharge by connection to area
within 90 days of notice of its availability.

Water Quality Standards

Wastewater treatment system

a.

b.

Discharges to waters of the state shall ny ¢ a viddlation of water quality

both specific and general criteria.
General Criteria. The follow1ng den guality criteria shall be applicable
to all waters of the state at all |ti ' Ndfng mixing zones. No water
contaminant, by itself or i other substances, shall prevent the
waters of the state fros ollowing conditions:

(1) Waters shall be fr es 1n sufficient amounts to cause the formation

of benefi S

(2) Waters sh il, scum and floating debris in sufficient amounts to
be unsight x preyent full maintenance of beneficial uses;

(3) Waters shal €e from substances in sufficient amounts to cause unsightly
color or turbidsty, offensive odor or prevent full maintenance of beneficial
uses;

(4) Waters shall be free from substances or conditions in sufficient amounts to
result in toxicity to human, animal or aquatic life;

(5) There shall be no significant human health hazard from incidental contact with
the water;

(6) There shall be no acute toxicity to livestock or wildlife watering;

(7) Waters shall be free from physical, chemical or hydrologic changes that would
impair the natural biological community;

(8) Waters shall be free from used tires, car bodies, appliances, demolition debris,
used vehicles or equipment and solid waste as defined in Missouri's Solid Waste
Law, section 260.200, RSMo, except as the use of such materials is specifically
permitted pursuant to section 260.200-260.247.

Reopener Clause

a.

This permit may be reopened and modified or alternatively revoked and reissued, to
incorporate new or modified limitations or other conditions pertaining to phosphorus
application rates to soils, the adequacy of wastewater lagoon liners, or other special
conditions as may be necessary to protect waters of the state.
Nutrient Management Plan. The permit may be modified or reopened to require submittal
of a Nutrient Management Plan NMP) in accordance with state, EPA and USDA guidelines
and regulations or where determined appropriate by the department to meet water quality
standards for nutrients. This determination may be based upon ambient water quality
monitoring, Section A monitoring requirements and other applicable information.
This permit may be reopened and modified or alternatively revoked and reissued to
incorporate new or modified effluent limitations or other conditions if, as the result
of a watershed analyses, a Total Maximum Daily Load (TMDL) limitation is developed for
the receiving waters which are currently included in Missouri’s list of waters of the
state not fully achieving the states water quality standards.
The permit may be reopened and modified or alternatively revoked and reissued, to
incorporate new or modified effluent limitations or other conditions, if the result of
a wasteload allocation study, toxicity test, or other information indicates changes
are necessary to ensure compliance with Missouri's Water Quality Standards.
This permit may be modified, or alternatively revoked and reissued, to comply with any
applicable effluent standard or limitation issued or approved under Sections 301 (b) (2)
(C), and (D), 304 (b) (2) and 307 (a) (2) of the Clean Water Act, if the effluent standard
or limitation so issued or approved:

(1) Contains different conditions or is otherwise more stringent than any effluent

limitation in the permit; or

(2) Controls any pollutant not limited in the permit.
The permit as modified or reissued under this paragraph shall also contain any other
requirements of the Act then applicable.
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Changes in Discharges of Toxic Substances

The permittee shall notify the Director as soon as it knows or has reason to believe:

a. That any activity has occurred or will occur which would result in the discharge of
any toxic pollutant which is not limited in the permit, if that discharge will exceed
the highest of the following "notification levels:"

(1) One hundred micrograms per liter (100 ug/L)

(2) Two hundred micrograms per liter (200 ug/L
hundred micrograms per liter (500 ug/L) \itrophenol and for 2-methyl-
4, 6-dinitrophenol; and one milligram \g/L) for antimony;

(3) Five (5) times the maximum concentrati due repeorted for the pollutant in the
permit application;

(4) The level established in Parf Nthe\ pexmit by the Director.

b. That they have begun or expect to be e 0r manufacture as an intermediate or

§rolein and acrylonitrile; five

Domestic Wdstewater Treatment Facilities

a Permittee shal Nth Yhepollutant limitations, monitoring, reporting, and
other requirementy \ aqc ce with the attached permit Standard Conditions.

b Permittee is anth d /to land apply biosolids that are removed from the domestic
wastewater trea lzgoon during lagoon clean-out and maintenance activities.
Permit Standard ftions, Part III shall apply to the land application of
biosolids. Permittee shall notify the department at least 180 days prior to the

planned removal of biosolids from the lagoon. The department may require submittal
of a biosolids management plan for department review and approval as determined
appropriate on a case-by-case basis.

Lagoons and earthen basins shall have a liner that is designed, constructed and
maintained in accordance with 10 CSR 20-8.020(13) (A)4. If operating records indicate,
excessive percolation, the department may require a water balance test in accordance with
10 CSR 20-8.020(16) or other investigations to evaluate adequacy of the lagoon seal. The
department may require corrective action as necessary to eliminate excess leakage.

Annual Report. (Outfalls #001 -#011)

An annual report is required in addition to the quarterly reporting under Section A of
this permit. The annual report shall be submitted by January 28 of each year for the
previous growing season from October 1 through September 30 or an alternate 12 month
period approved by the Department and listed in the Operation and Maintenance Manual.
This report shall be submitted using report forms approved by the Department and shall
include a summary of the monitoring and record keeping required by the Special Conditions
and Standard Conditions of this permit. The report shall include the following:

a. Record of maintenance and repairs performed during the year, average number of times
per month the facility is checked to see if it is operating properly, and description
of any unusual operating conditions encountered during the year;

b. The number of days the lagoon has discharged during the year, the discharge flow, the

reasons discharge occurred and effluent analysis performed; and

c. A summary of the irrigation operations including freeboard at the start and end of
the irrigation season, the number of days of irrigation for each month, the total
gallons irrigated, the total acres used, crops grown, crop yields per acre, the
application rate in inches/acre per day and for the year, the monthly and annual
precipitation received at the facility and summary of testing results.

Wastewater Irrigation System. (Outfalls #001 -#011)

a. Discharge Reporting. Any unauthorized discharge from the lagoon or irrigation system
shall be reported to the department as soon as possible but always within 24 hours.
Discharge is allowed only as described in the Facility Description and Effluent
Limitations sections of this permit.

b. Irrigation Design. Design and operation shall be in accordance with 10 CSR 20-
8.020(15). Permittee shall operate the land application system in accordance with the
design parameters listed in the Facility Description section of this permit:
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(1) No-Discharge System. When the Facility Description is No-Discharge, wastewater
must be stored and irrigated at appropriate times. There shall be no-discharge
from the irrigation site or storage lagoon except due to precipitation exceeding
either the 1-in-10 year rainfall event for the design storage period or the 25-
year-24-hour rainfall event.

Lagoon Operating Levels - No-discharge Systems.
water levels for the storage lagoon shall be c

FAimum and maximum operating
arked. Each lagoon shall be
yceed one foot below the

car or 25-year-24 hour storm
kle based on soil and weather
(s) shall be lowered to the

grage basins shall have an emergency
€grity of earthen structures during operation
event of overflow conditions. The spillway

ow t&P of berm. The department may waive the

The permittee shall land apply only to suitable
sites located withi¥ thé overall property boundaries and descriptions listed in the
permit applicati d approved Operation and Maintenance Manual. Permittee requests
for additional sites including non-owned property must follow permit modification
procedures prior to land application. To request additional sites, the permittee
should submit a revised application Form A and I, mailing addresses for first down
stream land owners of each site, topographic maps and other pertinent information for
the proposed sites.

Subsurface Injection Requirement. Subsurface Injection or immediate incorporation
after surface application should be considered where feasible and practicable to
reduce exposure to wash off by storm water runoff and to retain nutrients in the soil
for crop requirements. Surface application may be used when practical in accordance
with procedures in the approved Operation and Maintenance Manual.

Land Application Equipment. The land application system shall be operated so as to
provide uniform distribution of applied wastes over the entire application site. A
complete ground cover of vegetation shall be maintained on the irrigation site unless
the system is approved for row crop irrigation. Land application shall occur only
during daylight hours. The land application system shall be capable of land applying
the annual design flow during an application period of less than 100 days or 800
hours per year.

Saturated/Frozen Conditions. There shall be no land application during frozen, snow
covered, or saturated soil conditions. There shall be no spray irrigation on days
when more than 0.2 inch of precipitation is received or when there is observation by
operator of an imminent or impending rainfall event. An on-site visual investigation
of the field’s soil moisture condition, followed by testing of the soils, will be
made to determine whether land application can occur. The visual and soil test
procedures will be reviewed and approved by the department as part of the Operation
and Maintenance Manual.

Buffer Zones. There shall be no irrigation within 300 feet of any down gradient,
sinkhole, losing stream or water supply withdrawal; 300 feet of any lake or pond used
for water supply; 100 feet of other ponds and lakes; 100 feet of gaining streams; 50
feet of intermittent or wet weather streams; 150 feet of dwelling; or 50 feet of the
property line.

Public Access Restrictions. Public access shall not be allowed to the irrigation
site(s). Fencing and public access restrictions to land application sites shall be
in accordance with requirements in 10 CSR 20-8.020(15) (b) (5).

Equipment Checks during Irrigation. The irrigation system and application site shall
be visually inspected at least once/day during wastewater irrigation to check for
equipment malfunctions and runoff from the irrigation site.
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11. Nutrient Management

a. Nitrogen. The permittee shall not exceed the plant avye
approach as listed in this permit.

b. Phosphorus. When soil test phosphorus (P)levels
Bray P-1 test method, the sludge application
requirements for available phosphorus in age
state NRCS standards and guidelines become
include the Phosphorus Threshold and #

able nitrogen management

qve 120 pounds per acre using

the USDA, NRCS National Policy, Part 402.06
C The actual application rates for a |gi growing season must be adjusted based
on the approved management 2ctual sludge and soil testing results and

crop requirement. If crop
application, the appllc
approprlate change

€ss”than that predicted in the permit
be reduced or the yields increased through

réquire a Nutrient Management Plan (NMP) after
e, EPA and USDA rules and guidelines. The NMP will

12. Plant Available Nitrogén (PAN) Procedure

a. Wastewater, sludge and fertilizer nitrogen applications shall not exceed the crop
nitrogen requirements based on realistic crop yield goals and the Plant Available
Nitrogen (PAN) method. The wastewater application rate shall be calculated as
follows:

PAN = CNR - SRN - CFN

WHERE: CFN = Commercial Fertilizer Nitrogen applied in pounds N/acre.
CNR = Crop Nitrogen Requirement in pounds N/acre
PAN = Plant Available Nitrogen in wastewater and sludge
expressed as annual pounds N/acre.
SRN = Soil Residual Nitrogen in pounds N/acre.

b. Plant Available Nitrogen (PAN) is calculated as follows:

PAN = [Ammonia Nitrogen] x [Availability Factor]
+ [Organic Nitrogen] x [Availability Factor]
+ [Nitrate Nitrogen] x [Availability Factor]

For anaerobic treated wastewater and sludge, the nitrate nitrogen amounts will be
negligible and can be ignored.
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Plant Available Nitrogen (PAN) Availability factors are as follows:

1. Average Availability factors for all fields:

Type of Surface Immediate Incorporatio
Nitrogen Application or Subsurface Injéction
Organic 0.25 - 0.75%* 0.25 - 0.<5%
Ammonia 0.6%* 7

Nitrate 0.9%*

* Organic Nitrogen = [Total
Availability Factors based

Rrogen as N] - [Ammonia as NJ.

Organic Nitrogen

Type of Wastewater Availability Factor by Time Period

and Sludge Year Year Year Cumulative
Treatment MethodaN\ 1 2 3 Year 3+
WastewateX styorade ;égpgﬁc or anaerobic) 0.40 0.20 0.10 0.70
Sludge stonage 2/years storage time) 0.40 0.20 0.10 0.70
Lime Stabildzed” Sladge 0.40 0.20 0.10 0.70
Aerobic Slud lgestor 0.30 0.15 0.08 0.53
Anaerobic Sludge Digestor 0.20 0.10 0.05 0.35
Sludge retained in wastewater treatment 0.20 0.10 0.05 0.35

lagoon (35 lbs BOD/acre loading and >15 years sludge retention)

Composted Sludge (Class A) 0.10 0.05 0.03 0.18
NOTES: Year 1 is the current year of waste application; year 2 is the previous

year of waste application; and year 3 is waste application two years ago.
Nitrogen availability for years 1, 2 and 3 must be added when waste is applied in
consecutive years. The cumulative factor is used when waste is applied at about
the same rate for 3 consecutive years or longer.

** Average inorganic nitrogen availability based on the typical soil and
climate conditions when considering additions due to precipitation, dry
deposition, and foliar absorption versus losses due to volatilization and
denitrification (10% denitrification loss is included). The permittee may
choose to use this average value for all fields or may adjust the N
availability based on site specific soil conditions using the following
tables under ‘Field Specific Availability Factors for Inorganic Nitrogen’.

2. Field Specific Availability Factors for Inorganic Nitrogen.

For ammonia and nitrate nitrogen factors, the permittee may choose to use the
average value for all fields under paragraph C.l. above, or may use the alternate
factors on a field specific basis using the tables below. The approved factors
for each field will be included in the 0O&M Manual.

Table A. Alternate Field Specific Availability Factors
for Surface Application

% of inorganic N (manure., precip.) available
Soil Excessively Well Moderately Somewhat Poorly
Organic well drained well drained | poorly drained
Matter % | drained drained
< 2 71 66 62 56 45
2-5 66 60 56 49 30
> 5 63 56 49 38 19

Adapted from USDA-NRCS, National Engineering Handbook, Part 651, Animal
Waste Management Field Handbook (AWMFH),April 1992, Tables 11-6 and 11-8.
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Table B. Alternate Field Specific Availability Factors

for Sub-Surface Injection or Immediate Ipncorporation.
% of inorganic N (manure., pr@gfgf;;géailable

Soil Excessively Well Mod t Somewhat Poorly
Organic well drained 1l 2drained \ poorly drained
Matter % drained (/Wf£?§\ rained
< 2 89 84 V8 70 57
2-5 84 PN S 70 62 38
> 5 80 170n N )62 48 24

Adapted from USDA—N;;gk,N§;1d€a¥>Engl %ring Handbook, Part 651, Animal

Waste Management Fi Handb ) ,April 1992, Tables 11-6 and 11-8.

d. Soil Residual Nitrogen

1. For Annuad oS
included ba se

Soil Availability Factor
by Soil CEC Ranges and Organic Matter

the\nif\rogen availability from soil organic matter must be
C and crop season as follows:

= [percent organic mater] x Soil Availability Factor

Growing Organic CEC CEC CEC
Season Matter .10 10-18 >18
Summer 1% 40% 20 10
Winter 1% 20%* 10 5

*Note: If CEC is less than 10 and organic matter is 1.5% or greater, the
total SRN is constant at 60 pounds nitrogen for summer and 30 pounds for
winter.

2. For Perennial Crops the SRN is considered zero(0) for purposes of these
calculations because the SRN has already been considered in the crop
fertilization recommendations in the referenced publications.

e. Crop nitrogen requirements shall be based on University of Missouri publication, Soil
Test Interpretations and Recommendations Handbook, as revised or one of the other
reference publications listed in this permit. Alternate reference publications may
be used only upon prior approval by the department and shall be listed in the
approved Operation and Maintenance Manual.

f. If a crop is not harvested, the PAN rate shall not exceed 40 lbs/acre/year and grass
vegetation must be maintained on the site.

g. PAN calculations, application amounts, crop yields and crop removal rates shall be
listed in the annual report.

h. Conversion Factors for laboratory testing results:
[mg/L or mg/kg or ppm] x [conversion factor] = [pounds per Unit Volume]

Unit Volume Conversion Factors
lbs/acre inch 0.226
1bs/1,000 gallons 0.0083
1bs/100 cubic feet 0.0062
lbs/ton (wet wt) 0.002

i. Alternate nitrogen availability factors may be considered based upon site specific

conditions for each field and submittal of scientific justification. Alternate
factors will be reviewed and approved by the department as part of the Operation and

Maintenance Manual.
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J. Supplemental nitrogen may be added to row crops when determined necessary for proper

plant growth based on testing of plant vegetation or soil nitrate testing during the
growing season. Procedures will be reviewed and approved by the department as part
of the Operation and Maintenance Manual.

Xvice, MWPS-18, April 1993.
¥l Waste Management Field
(NRCS), April 1992 and current

1. Livestock Waste Facilities Handbook,
2. National Engineering Handbook, Part
Book, USDA, Natural Resources Con
supplements.
3. Managing Nitrogen for Groundwd ' d Farm Profitability, Soil Science
Society of America,
4. Soil Test Interpreta
Department of Agro
5. Land Applicatj

Service

mehdations Handbook, University of Missouri,
1992.
EPA/831-B-93-002b, U.S. Environmental

Operation and Maingen nudl (Outfalls #001-#011)
The permittee shall\%;if}9gﬂ maintain and implement an Operation and Maintenance (0O&M)

Manual that includes\all nhecessary items to ensure the operation and integrity of the
waste handling and larfd application systems. Copies of the 0&M Manual and subsequent

revisions shall be submitted to the departments= Water Pollution Control Program and
Regional Office for review and approval. The 0O&M Manual shall include, but not limited
to, the following:

a. Detailed topographic maps of the property showing all land application fields
including the identification numbers for each field and tract. For spray irrigation
systems, each irrigation run shall also be shown. Each field, tract and irrigation
run shall have an identification number for record keeping and tracking purposes.
The maps shall also indicate separation distances from streams, ponds, wells, and
property lines and shall indicate areas exceeding 10 percent slopes and other areas
that are not suitable for land application. The maps shall also include the
location of all buildings, pump stations, earthen storage basins, storage
structures, containment structures, irrigation pipelines, irrigation riser
connections, underground terrace outlets, composting areas, dead animal storage or
disposal areas, domestic wastewater treatment systems and other waste handling

units.

b. Start up procedures, field supervision during operation, and shutdown procedures of
irrigation equipment.

c. Procedures for providing the separation distances required by this permit and as
specified in 10 CSR 20-8.020 (15) (B).

d. Sample collection, preservation, and testing procedures.

e. Procedures for determining Plant Available Nitrogen (PAN) loading rates.

f. Record keeping forms for tracking each field, tract and storage structure. This

shall include testing results, crops, yields, and application rates for each field.
Records for each field and tract shall include dates and amounts applied.
g. A procedure for promptly reporting spills or discharges to the permittee plant
manager and to DNR.
h. A procedure for recording repair work on gravity sewer lines, recycle lines, and
irrigation lines to include the reason for the repair work and the material used for
the repair.

i. A program to eliminate debris and blockages of sewer lines and recycle lines and to
keep debris out of storage structures.

J. A procedure for routine visual inspections of the storage and irrigation system for
overflows or other operational problems.

k. A program for routine, unannounced inspections of land application sites and records

to ensure that all directives for land application from the permittee=s central
office are being followed. Records of the inspections shall be maintained by the
permittee and made available to the department upon request.

1. A procedure to assure that all appropriate employees are properly trained in
operation of the waste systems and are familiar with the 0O&M Manual.
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Procedure for adjusting application periods and rates based on soil infiltration
capacity, soil moisture content, and percent of soil field (saturation) capacity.
List of number, size, and capacity of waste removal, Nling and land application
equipment.

Number of suitable days each year when land ap
historical one in ten year wettest precipita
and personnel available.

Procedure to avoid application if there
precipitation within 24 hours.
Nutrient Management Plan.

will occur based on
pacity of spreading equipment

ecast for significant

By January 31,

study to the de
loss study shal
(#005), Thibaut
Sparrowfoot North

sfiall submit the results of a percolation loss

X ity Regional Office. The results of the percolation

for the following permitted outfall points: Talley Bend
), Berry Bend North (#007), Berry Bend South (#008),

Sparrowfoot South (#009), and Shawnee Bend (#011).

In the event of failure to comply with the maximum percolation loss per 10 CSR 20-
8.020 (13) (A) 4 by any lagoon system the permittee shall submit a schedule of
completion by February 28, 2005 to conduct construction to meet the allowable
percolation loss. Any modification or upgrade to the wastewater system will require a
Missouri State Construction Permit.

To obtain a Missouri State Construction Permit the permittee must submit Application
Form B, plans and specifications signed and sealed by a professional engineer, and the
appropriate application fee to the Kansas City Regional Office.



